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Terminal de carga en Barajas

Cargo Terminal in Barajas

L AMUEVATERMINAL ¢s un eentro intermaodal tie-
rra-aire de primer nivel por el grado de egui-
pamiento leenolégico que posee, la amplitud de sus
instalacioncs v su capacidad y rapidez en el trata-
miznte de Lo carga, Para su definicién arquitectdni-
ca se han empleado criterios normalmente reserva-
dos o otro Lipo de edificios: dads su eseala, uno de
los primeros objetivos fue el de integrar la mavoria
del programa en un velumen rectangular undtario de
193 x 83 metros —modulado estrocturalmente
sepin las distintas zonas operativas v los fujos del
movimiento de mercancias—, en el que el prota-
gonismo b asume 1z cubicrta, Teniendo en cuenta
ademds que ésta cs la principal edificacion de la pri-
mera linea del frente de wermmmales del Centro de
Carga del Aeropuerto de Barajas, s2 ha procurado
rambicn que la estruciura y 1os materiales de cerra-
micnio —panel de chapa lacada— tengan un ci-
rdcter singular.

A, se ha optado por diferenciar compeositiva-
mente la oficing de la nave con sus distintos alma-
cenes aulomatizados. La cubierts —curvads a dos
aguas para facilitar la evacuacion de las aguas plu-
viales hacia las fachadas longitudingles— incorpo-
Ta en suinteriorn, formands un resale en diente de
sierra, el principal volumen de la terminal, Este re-
salle, amén de Taciliter la iluminacion y la ventila-
citn en toda la parte central, permite configurar un
frontispicio de gran altura sobre el que mseribie 2|
lagotipo de la compafifa. E
se colocan una serie de lunetas de extraccidn de
homos ¢ iluminacidn, disiriboidas segdn critenos
de secterizacion por incendios,

Die esta gran cubicrta se excluyven el velumen del
almacén automatizado de UL s (grandes conte-
nedores de aluminio para el rasporte aéreo) y parte
del cuerpo de oficinas. El primero es un gran rec-
tingulo que remata la parle noroeste de la edifica-
cidn: v el segundo, cuva fachada principal exhibe
el volumen adelantade del cuerpo de escaleras v as-
sensores, se confizura como un hito de relferencia
desde la avenida central. La diferente modulacion
del panel de chapa de las fachadas contribuye a dis-
tinguir al exterior las diversas pares; como ele-
mentos complementarios aparecen grandes huecos
translilcidos que proporeionan iluminacidn natural
v dejan ver parcialmente la actividad del interor,
Junto a las puertas del lado aire, en el lade tizrra
existen 27 do entrega de mercancias ¥ un drea con
atrague en esclusa para vehiculos blindados. La
composicidn seanima con las marguesinas longi-
tdinales metilicas que garantizan la proteccidn on
el transvase de cargas entre el interior ¥ el exterion,

ol resto de la cubiarta
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Tlll_-; NI TEEMINAL & a firse-class land-air
travsport center on gecount of the high-
feehnology cquipment it containy, the brecdife of
its fnstallations, and is capaciiy and specd in the
handling of carge. lrs arefireciure buildys on
criteria normally reserved for other building
tepes, Given s seale, one of e priary
abfectives way ro it much af the beief in a uniiary
rectanguiar vodume measuring T93 x &5 melers,
sivactired modularly o zone the different
operafions and channel ithe Tow of merchandise,
wiith the roaf plaving o leading role. Considering,
mroreaver, thad this Is e nain consiruction along
thie first line of terminals comprising the Cargo
Cenler of Berajas Advport, efforis also went 1o
giving the steacire and the exrernal cladding — of
icguered wetal paniels — o singular chavacier.

1t was decided that the adminisirative part of
the vermdnad wonld be compositionally
differentiated from the shed contalning the
various auicmated deposifories. Curved in iwo
slopes to make it eqsler for rainwales o stide off
and down the fongiiuding focades, and forming a
skl ridee, e ool incorparaies dhe sadi
btk af the building within ft, Besides focilivating
fhe atving and Behiing of (e entive central area,
the ridee makes i possilde o build a tall
Tromifspiece for compery logos o be displaved
on, Elvewhere an the roof ave openings for
strdight to core in and smoke to eseape hrough,
sttieated pecarding fo criteria based o thie risk of
Jire i eachk sector below,

Falling owt of the range of this huge roal s the
velue fo e wied as g storage for ULDs (g
adininnny coitainers for air fransport ), os o8 pae
of thar veserved for affices. The former iy o large
veciargle that rounds off the building's rorthwes!
pari, and the ladier, whose principal facade
pushes the vertiool circulation block forward, ocls
as a lancdmark for one wheeling along the central
road, The modular variation of meial sheet panels
an the facades makes i possible to distinguish the
different facilities from cwiside, complemenied by
large iranshecent openings thar, other than
preriding natueal Ughiing, geant the onfosker a
parlicd view of eperations taking place fndoors,
Besides the doors on the air side of the terminn!
are 27 on the land side for admittance anid
claiming of merchandize, av well ax a berih-like
area with e favge gate for armoved vehicles,
FLongitdina! metal canopies gnswre profeclion
during the ransfer af carge between inferior and
exderion, buf also lven wp the alding's image.







